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Color Your Way to an  Improved Workplace
Unprecedented capabilities set the new 
standard in safety and facility identification
Because safety and productivity mean the world to you, it’s time to step up to the new standard by creating signs and 
labels that demand attention. After all, effective workplace visuals make all the difference in taking your facility to the 
next level by giving employees the information they need at a glance. And now there’s a tool to do it all!

Brady’s BBP®35 and BBP®37 sign and label printers give you the power to make signs and labels in the colors and 
shapes you need to make an impact – right at your own facility and right when you need them. With remarkable  
multi-color printing, versatile shape-cutting capabilities and impressively fast print speeds, you’ll never know how  
you lived without one of these printers. 

Multiple print colors
OO Print signs and labels that are more noticeable, more memorable 

and more effective 
OO Color is the differentiator when you need to effectively improve 

workplace safety and productivity  

Shape cutting
OO Revolutionary built-in XY plotter-cutter system in the BBP37 printer 
OO Cut out shapes and text, or cut around your message to create 

labels that look and fit just how you want them to  

Label making made easy  
OO Incredibly easy and intuitive so anyone can walk up and print labels
OO Ideal for multiple users, centralized locations and  

lean/5S events
OO Compatible with powerful Brady Workstation Software  

for added versatility

Faster. Easier. More versatile. Expect nothing less!
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Color Your Way to an  Improved Workplace
Automatic label setup 
OO Printers read critical information from the supply cartridge and then 

automatically set up the label attributes so you can start printing immediately
OO No more calibration or wasted labels, no print speed/burn temperature trial 

labels, no scrolling through screens to select a label and no wasted time 
setting up label dimensions or text size

20-second material changeovers  
OO “Drop in” ribbons and labels mean no complicated 

threading, assembling spindles, sensor adjustment or 
calibration steps

OO You can get on with the job faster, giving you more  
time for other tasks

Five inches per second print speed  
OO Fast processing time and print speed mean you don’t 

have to wait around for your labels
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Legendary material 
performance
OO Brady labels are reliable and durable because we 

design labels in our own facilities and put them through 
rigorous R&D tests and trials before they’re ready for use

OO Nothing leaves our doors without meeting our 
standards

OO Some last up to 10 years outdoors. Stick to rough 
surfaces or smooth; dirty surfaces or clean; in harsh 
conditions or normal conditions. With that kind of 
reliability, you’ll only need to make these labels once

Lots of options
OO Print pipe labels, GHS chemical labels, labels that 

glow in the dark and labels that aren’t even labels at all 
(they’re tags!)

OO With more than 300 parts, you can label it all 
OO Any "B30" label or ribbon supply is compatible for 

use in BBP35 and 37 sign and label printers, if it was 
manufactured after September 1, 2015
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Continuous tape from 0.5 to 4 in. widths
12 color options

Indoor/Outdoor Vinyl (B-595)
•	For general facility and safety identification: Our best industrial vinyl yet!

•	Durable, low-shrink vinyl with our most aggressive adhesive

•	Conforms to irregular, curved, rough and highly textured surfaces  
(painted cinder blocks, uneven wood, textured plastics, paper-jacketed 
pipes, powder-coated surfaces)

•	Adheres to “difficult” low-surface energy items (PVC piping,  
blow-molded equipment cases, ABS plastics, recycled plastics)

Service temp: -40ºF to 180ºF  
Application temp: 0ºF to 180ºF  
Average outdoor durability: 8–10 years 
Agency approvals:    

Low-Halide Polyester (B-569)
•	Low-halide content for labeling stainless steel pipes and surfaces
•	Applies best to very smooth surfaces and ideal for mounting  

to rigid panels
Service temp: -40ºF to 212ºF  
Application temp: 0ºF to 212ºF 
Average outdoor durability: 3–5 years 

Continuous tape from 0.5 to 4 in. widths
16 color options

Retro Reflective Tape (B-584)
•	Highly reflective material shines back brightly when struck by light
•	Ideal for labeling outdoor utility pedestals, hard hats, 

jobsite equipment and roof-top equipment
•	Recommended for low light or inclement weather conditions
Service temp: -40ºF to 158ºF   
Application temp: 0ºF to 158ºF (yellow & orange),  50ºF to 158ºF (silver) 
Average outdoor durability: 4–6 years

Continuous tape from 1.125 to 4 in. widths
3 color options

Find materials or download the Label and Ribbon Guide at BradyID.com/B30-B33Labels
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Pre-Printed Pre-Cut 
Blank Sign Headers (B-595)
•	Allows printer to create multicolor signs fast — in a single print pass
•	6 headers and 2 blank label options meet NFPA 70E,  

OSHA 1910.145 and ASME/ANSI Z535 standards
•	Indoor/outdoor grade material conforms to rough,  

highly textured and difficult-to-adhere-to surfaces
Service temp: -40ºF to 180ºF  
Application temp: 0ºF to 180ºF 
Average outdoor durability: 8–10 years  
Agency approvals:    

Die-cut sizes 2.25 in. x 3 in. and 4 in. x 6 in., 
and additional blank die-cut sizes
6 headers and 2 blank color options

Pre-Printed GHS / CLP Chemical Labels (B-7569)
•	Blank labels with pre-printed red diamonds allow the printer to produce 2-color GHS / CLP 

labels in one print pass
•	4 sizes of labels with 7 diamond layouts that match templates in 

the printer app or in the Brady Workstation GHS App
•	Indoor/outdoor vinyl and polyester material and durable inks 

withstand exposure to moisture, chemicals and handling
Service temp: -4ºF to 180ºF 
Application temp: 50ºF to 180ºF 
Average outdoor durability: 3–5 years

4 die-cut sizes up to 4.13 in. x 6.1 in.
7 diamond layout options

Pre-Printed Right-To-Know 
Chemical Labels (B-595)
•	Produce 5-color chemical labels in a single print pass
•	Indoor/outdoor grade material withstands exposure to 

moisture, chemicals and handling
Service temp: -40ºF to 180ºF   
Application temp: 0ºF to 180ºF    
Average outdoor durability: 8–10 years 
Agency approvals:   

NFPA diamond and color bar 
layouts in a variety of sizes

Find materials or download the Label and Ribbon Guide at BradyID.com/B30-B33Labels
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Cold Temperature Application Material 
(B-549)
•	Special adhesive permanently adheres to extremely cold surfaces
•	Can be applied in -10ºF and lasts in -40ºF
•	Ideal for cold storage warehouses, coolers, freezers  

and short-term winter outdoor use
Service temp: -40ºF to 212ºF 
Application temp: -10ºF to 212ºF   
Average outdoor durability: up to 1 year

Continuous tape from 1.125 to 4 in. widths
2 color options

Raised Profile Labels/Engraved Plate 
Substitutes Labels (B-593)
•	High-gloss, polyester label with thick raised profile and  

ultra-aggressive adhesive (0.70 mm thick)
•	High-performance, low-cost substitute for engraved plates
•	10-year outdoor durability rating
•	Printout in approximately 4 seconds
Service temp: -4ºF to 212ºF   
Application temp: 50ºF to 212ºF    
Average outdoor durability: up to 10 years 
Agency approvals:  

Costs up to 80% less than engraved legend plates!

® ®c

Push button style:  
5 push button sizes (including keyed and  
non-keyed, 22.5 mm and 30.5 mm hole dia.) 
5 color options

Rectangular style:  
7 sizes from 0.5 in. x 1 in. to 2.5 in. x 3 in. 
6 color options
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Repositionable Vinyl (B-581)
•	Aggressive adhesive stays in place but removes cleanly 

without leaving adhesive residue
•	Ideal for temporary, removable and repositionable labels,  

such as 5S and lean inventory labels
Service temp: -40ºF to 180ºF   
Application temp: 50ºF to 180ºF    
Average outdoor durability: 5 years

Printable Magnetic Supply (B-509)
•	Easiest and quickest material for removing and repositioning
•	Non-adhesive magnetic material that can be printed on directly
•	Ideal for reusable, repositionable and lean / 5S identification 

applications
Service temp: 0ºF to 158ºF   
Average outdoor durability: 3–5 years

Continuous media from 2.5 to 4.25 in. widths
2 color options

Continuous tape from 0.5 to 4 in. widths
2 color options

3 header labels sized at 4 in. x 6 in. 
2 continuous blank colors from 1.125 to 4 in. wide

ToughWash® Washdown Resistant 
Labels (B-854, B-855)
•	Withstands high pressure, heat, harsh chemicals and  

numerous washdown cycles
•	B-854 offers metal detectable layer for detecting  

foreign debris in food stream 
•	Legible and long lasting for even the toughest washdown cycles
•	Ideal for use in the food and beverage industry
Service temp: -40ºF to 230ºF  
Agency approvals:    

Find materials or download the Label and Ribbon Guide at BradyID.com/B30-B33Labels


